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I. Introduction
undamental research of cavity flow, in the field of aeronautics, was mostly targeted towards better understanding of the flow physics around components such as aircraft weapon bays and undercarriage cavities. Investigations of unsteady aerodynamic loads and acoustic effects caused by the cavity flow began in the 1950's. Apart from the highly separated flow due to landing gear components, an exposed undercarriage cavity also contributes to the unsteady flow features. The complex nature of the flow within the cavity generates aerodynamic loads, pressure fluctuations and acoustic radiation. Even though the problem has been known for a long time, effective control of oscillations in the cavity is still a challenging task. Cavity has the ability to disrupt the free-stream flow underneath the aircraft fuselage. Hence, the presence of a cavity can significantly change the flow field and create additional unsteady aerodynamic loads on surrounding components (landing gear doors, struts, drag braces, etc.).
During the 1960's, Rossiter 1 performed an extensive study of cavity flow at subsonic and transonic speeds which provided a detailed description of the problem. It was observed that pressure waves were formed due to the interaction of the rear cavity wall with the large scale vortices from the shear layer. The pressure waves then travel upstream and further interact with the shear layer. Due to this interaction, the shear layer oscillates and creates a feedback loop which results in a self-sustained system .The noise generated due to this phenomenon has also gained attention from researchers due to the need for a quieter aircraft 2, 3 .
A cavity can be identified based on its relative dimensions of length (L), depth (D) and width (W). The ratio of L/D is a non-dimensional number to represent a deep or shallow cavity. Rossiter 1 mentioned in his work that the cavity can be considered to be deep if L/D <4. The L/W ratio refers to the effect on the cavity flow due to the third dimension (width). According to Block 4 and Ahuja et al. 5 , the flow field can be considered two-dimensional for L/W <1. Cavity flow can be classified on the basis of its flow phenomenon. It is mainly categorized into closed, open and transitional flow. In a closed cavity, the flow at the front and the rear wall can be considered as separate flow across a backward and a forward facing step. The flow separates at the cavity leading edge, re-attaches to the base of the cavity and then detaches as it travels towards the trailing edge. While, in an open cavity flow, a shear layer is formed at the cavity leading edge which then interacts with the rear wall of the cavity. The resonance problem related to the cavity flow is generally associated with an open cavity, which usually has L/D less than or equal to 10. Periodic pressure oscillations are observed in this type of cavity flow.
Rossiter
1 derived a semi-empirical formula to predict the resonance frequency of an open cavity which is described in equation (1), where is the frequency, is the length of the cavity, is the free-stream velocity, n is the mode number, is the Mach number, is the ratio of the convection velocity of vortices to the free-stream velocity, is a factor to account for the lag time between the passage of a vortex and the emission of a sound pulse at the trailing edge of the cavity. Rossiter 1 found that by taking the values of and the results of the empirical equation agreed well with his experimental data. The value of can vary from to . Later, Heller et al. 6 modified this formula to account for the difference in the sound speed inside the cavity and the free stream.
Tam and Block 7 argued that Rossiter's equation cannot accurately predict the resonance frequency over a wide range of Mach number, especially at supersonic speeds. So, they proposed a new mathematical model which incorporated the effect of the finite shear layer thickness and acoustic reflections from the front and the bottom wall of the cavity. However, they agreed that Rossiter's equations can be applied to predict resonance frequency in the range of 2 .
8 stated that for a given Mach number, the Strohaul number (St) increases with increase in L/D. In his other work, Block 9 mentioned that the St is relatively insensitive to the L/D ratio if it is greater than or equal to 3. For the test case investigated in this study, the L/D ratio is 2.4 and 1 for the fully and partially exposed cavities respectively (refer to Section II). So, an increase in St is expected from the unsteady simulation results when the partially exposed cavity is compared with the fully exposed one. Block 9 also mentioned that depth wise standing waves can be found in the cavity with L/D  1, leading to differences in the predicted St.
The boundary layer thickness at the cavity leading edge affects the shear layer oscillation. According to Sarohia 10 , to initiate a self-sustained oscillation in the cavity, a minimum cavity length is required which depends on the freestream velocity, kinematic viscosity of the fluid ( ) and the momentum thickness of the boundary layer at the F (1) leading edge ( ). The frequency of the cavity oscillation increases with the decrease in boundary layer thickness. Hence, for CFD simulations, a resolved boundary layer mesh is required near the leading edge of the cavity. Rubio et al. 11 performed Large Eddy Simulation (LES) at a low subsonic speed range on a two-dimensional cavity. The study showed three different oscillation regimes in the cavity flow; shear-layer mode, wake mode and mixed mode. Rowley et al. 12 provided a detailed insight regarding the instabilities in an open cavity flow due to the shear layer mode and the wake mode. In the shear-layer mode, oscillations at Rossiter frequencies occur due to the interaction between the pressure waves emanated from the rear wall and the shear layer vortex shedding. In the wake mode, a significant vortex motion is observed across the cavity centreline. The frequency of the oscillation becomes independent of the Mach number and the feedback mechanism diminishes. The relation between flow oscillations and the cavity drag was investigated by Gharib and Roshko 13 . It was observed that the mean drag coefficient is low when the shear layer is not oscillating or it is in the shear-layer mode. However, the drag increases an order of magnitude when it shifts to the wake mode.
A study relevant to the current research was done by Langtry and Spalart 14 . They performed DES simulations on a NLG cavity with partially retracted gear and closed rear doors. This configuration was selected due to the vibration and unsteady loads observed during the wind tunnel tests. A detailed model representing a long range aircraft was used in their wind tunnel tests. However, the geometry was simplified for DES simulations. The landing gear was represented using simple cylindrical strut and wheel. Also, a half model was used for CFD simulations to reduce the grid size. Multi-block hexahedral meshes were used with 5 and 12 million nodes for coarse and fine mesh respectively. Mach contour plots from the simulation showed the oscillation of shear layer due to pressure waves.
The two main aspects of the ALGAAP project are wind tunnel tests of a scaled aircraft landing gear model and its validation using CFD simulations. The wind tunnel model consists of medium and large size components on the NLG and the fuselage. Results obtained from CFD simulations are discussed in this paper and compared with experimental data. The current research intends to study the change in the flow features and unsteady aerodynamic loads on complex landing gear components. This topic is studied by comparing three configurations-Case-1: a fully extended NLG with a sealed cavity, Case-2: a fully extended NLG with a partially exposed cavity and Case-3: a fully extended NLG with an exposed cavity. Section II introduces the test configuration used for wind tunnel experiments, followed by Section III which reviews the mesh generation and CFD strategy. In Section IV, simulation results are discussed. Finally, a conclusion is presented in Section V.
II. Test configuration
Landing gears have evolved into a very complex system with several mechanical, hydraulic and electrical systems embedded within and around a landing gear. The geometry for the current CFD model contains key components of a NLG except hydraulic pipes, electrical cables and very small details, representing the wind tunnel model shown in Figure 1 . It consists of a fuselage and major parts of the NLG which closely represent that of a long range aircraft. In addition, the front and rear doors are also incorporated in the geometry. Although, the NLG geometry is not as detailed as a realistic landing gear, the present case is geometrically complex when compared to previous configurations which were utilized to study cavity flow 15 . A number of previous studies involving simulation of complex NLG were found in the literature [16] [17] [18] [19] [20] [21] [22] [23] . However, in those studies, cavity flow associated with the NLG was not considered. In most of the cases, the cavity was either sealed or a flat plate was used on top of the NLG for the CFD simulations. Thus the effect of the cavity on flow over complex configurations has not been thoroughly investigated. Thus, this study is a step forward towards better understanding of the complicated cavity flow and its aerodynamic effect on surrounding parts.
The landing gear undercarriage cavity of civil aircrafts generally falls under the category of open cavity flow. A detailed review of literature 15 showed that all previous studies were performed using a clean cavity configuration or a simplified version of an aircraft cavity. In the literature, the shape of the cavity is assumed to be rectangular with the inner surface parallel to the free stream flow. The current cavity case represents that of a realistic aircraft landing gear bay and the inner surface is angled with respect to the free-stream. The L/D ratio of the cavity is 2.4 when the full cavity is fully exposed (both front and rear doors open). The L/D ratio of the cavity decreases to about 1 when the front doors are closed and the rear doors are kept open. These low L/D ratios represent a deep cavity and open flow. The L/W ratio is close to 2 for the fully exposed cavity. In addition, other geometrical features and landing gear parts are present within the cavity which makes it an interesting case to study. The CFD configuration with divided surface domains used for Case-3 is presented in Figure 2 . The inflow is in the direction. Front and rear doors are also present, but not shown in the figure for the sake of visibility of other components. All three configurations, (1) Case-1: a fully extended landing gear with a sealed cavity, (2) Case-2: a fully extended landing gear with a partially exposed cavity and (3) Case-3: a fully extended landing gear with a fully exposed cavity, are presented in Figure 3 . It should be noted that the rear doors are present in all three configurations, while the front doors are present only in Case-3.
III. Mesh generation and simulation
To reduce the complexity of the CFD model, some small parts (such as light clusters) were removed from the wind tunnel model to create a simplified yet realistic model. Wind tunnel data for this simplified model was separately obtained to validate CFD results. In the past, simulations had been performed (on the same model) using unstructured tetrahedral 24 and hybrid 25 (structured + unstructured) meshes. Previous simulations with tetrahedral mesh did not provide sufficient accuracy which led to a case study of hybrid meshing strategies to observe its effect on results. The simulation performed using a hybrid mesh showed a better prediction of the mean aerodynamic loads. However, this improvement in accuracy came at a cost of significant increase in the mesh generation time. So, it was difficult to implement this strategy to perform simulations on different geometrical configurations of the same model. Hence, focus is concentrated on using an unstructured mesh generator with hexahedral cells to benefit from higher order cell type 26, 27 . Compared to structured meshes, an unstructured mesh suffers from some disadvantages such as excess computational memory, lower cell quality and lower accuracy. On the contrary, a significant amount of manual work and time is saved in mesh generation for complex cases. So, in this case, a commercial package is utilized for efficient mesh generation of complex landing gear configurations. An unstructured mesh requires careful selection of the cell size and shape in order to achieve the optimum performance. An attempt is made to utilize a hexdominant mesh generator with a resolved boundary layer with target ranging between 1~2.
Using a commercial mesh generator, HEXPRESS™/Hybrid, unstructured hex-dominant grids were generated on the three different configurations presented in Figure 3 . All configurations included the whole fuselage. The landing gear bay cavity is included for Case-2 and Case-3. The simulation domain is 2 fuselage lengths upstream, 4 fuselage lengths downstream and 0.5 fuselage lengths on the sides, top & bottom from the NLG. A velocity inlet boundary condition is applied at the inflow. Pressure outlet boundary condition is used at the outlet of the domain. A no-slip wall condition is applied on all landing gear solid surfaces. A slip wall condition is used on the rest of the domain boundaries surrounding the model. The surface mesh on the NLG is presented in Figure 4 . In addition, a cutting plane at the fuselage center is depicted in Figure 5 to visualize the relative cell size and refinement around the NLG. Two refinement zones (zone 1 and 2 as shown in Figure 5 ) around the NLG have cell size of 2% of the wheel diameter. Then further downstream the cell size increases to 4% (zone 3) and 8% (zone 4) of the wheel diameter. The total cell count for each case is given in Table 1 . For Case-2 and Case-3, the meshes are generated following similar strategy and the mesh size is approximately twice compared to Case-1 due to the addition of cells within the cavity. Table 2 presents the cell refinement size on the surface of the NLG components. Since, the mesh convergence study of such complex cases can be computationally expensive; the refinement parameters were selected by studying CFD simulations in the literature 21, 28 and also, from the previous simulations on the same NLG geometry (with tetrahedral 24 and hybrid mesh 25 ). The mesh quality was inspected using 'checkMesh' command available in OpenFOAM®. The mesh passed the quality check with maximum non-orthogonality and cell skewness below 80 and 4, respectively.
All computations are performed using OpenFOAM® version 2.3.0 on the IRIDIS computing facility at University of Southampton. Firstly, for each case, the realizable k-ε turbulence model is chosen to perform SRANS simulation (2 nd order central scheme) for 10,000 iterations. The steady solution is used to initialize the DDES simulation with a Spalart-Allmaras (S-A) turbulence model. The default S-A DDES 29 model in OpenFOAM® version 2.3.0 is utilized without any transition specification leading to fully turbulent boundary layer 30 . A second order implicit time marching scheme is utilized. The simulation is initially started with a time step of during the transient phase when smaller eddies start to form from the SRANS solution. Then the time step is gradually increased to . The maximum CFL number during the computation was 5. High CFL numbers were only found near the sharp geometric edges. The computation is performed for a total solution time of 0.08 which corresponds to the flow passing twice through the fuselage length, equivalent to 60 times flow through the wheel or 16 times flow through the fully exposed cavity. Pressure probes are placed in the wake region, behind each main component and within the cavity. The data is sampled during the last 0.04 . 
IV. Simulation results
A. Comparison with Experimental data
For validation purposes, the simulation data is compared with the mean drag and pressure data obtained from the wind tunnel tests 31 performed at Airbus. The available experimental data for configuration with open doors and a fully exposed cavity are compared to the Case-3 predictions. The comparison of the mean lift ( ), drag ( ) and moment ( ) coefficients for the NLG is given in Table 3 . For and , the prediction error (relative to the wind tunnel data) is approximately . The relative error for is 24.1%; however, the magnitude of the lift coefficient is small (approximately 10% of the ). The absolute errors for all the coefficients are in similar order of magnitudes. Further verification of the simulation is performed by comparing the mean pressure data obtained from the wind tunnel tests. Figure 6 shows the pressure coefficient on the port-side wheel centerline. Figure 7 presents comparison of simulation and experimental data at various probe locations on the fuselage and inside the cavity (on the fuselage center-line plane). The pressure coefficient matches very closely in Figure 7 , which indicates that the simulation for Case-3 produces correct mean flow features under the fuselage and within the cavity. Figure 8 shows the probe locations (upper and lower rows) on the front and rear door. Figure 9 and Figure 10 presents the pressure coefficient on the probes located on the front and rear doors, respectively. When simulation results are compared to experimental data, a similar profile of pressure change is noticed along the length of the doors; both on the upper and lower rows. Thus, a good agreement of the simulation results with the experimental data is observed. 
B. Mean flow features
The surface wall and pressure coefficient contours on the NLG are depicted in Figure 11 . During the mesh generation process the first cell height of the resolved boundary layer was first estimated such that falls in the range of in the simulation. The values of wall contours confirm that the estimated first cell height was appropriate. In Figure 11(b) , the front part with high pressure coefficient indicates the NLG components interacting with the undisturbed free-stream flow. It is observed that the maximum pressure coefficient does not occur at the wheel centerline, but towards the inner side of the wheel (towards the strut). The offset is due to the presence of the strut which blocks the flow between wheels creating a high pressure region. So, the flow passes through the outer shoulder of the wheel with higher velocity creating a low pressure region as depicted in Figure 11 (b). Figure 11 (c). Section A-A cuts through the strut and the fuselage centerline. While, section B-B is a cut through the center of the port side wheel of the NLG. Figure 12 illustrates the normalized velocity magnitude ( ) on section A-A for the three configurations. For Case-2 higher velocity magnitude is observed near the cavity rear wall (compared to magnitude within the cavity); while, for Case-3, low velocity magnitude is formed near the cavity rear wall as the shear layer formed at the cavity leading edge impinges on it. It is observed that the presence of the cavity changes the mean flow features behind the upper strut (near the cavity trailing edge). The flow escapes from the cavity away from the fuselage and interacts with the wake behind the upper strut as seen in Figure 13 . For Case-3, due to the fully exposed cavity, the flow behind the upper strut is directed away from the fuselage. However, there are no significant changes in the mean flow features around the components below the steering assembly. Figure 14 shows the trend of velocity magnitude along a line (plane A-A) behind the NLG. A significant difference is observed between Case-2 and Case-3. For the fully exposed cavity, the flow exiting at the cavity trailing edge pushes the high velocity region away from the fuselage. Also, the mean velocity in the upper part of the NLG reduces due to its interaction with the wake from the front door as evident from Figure 15 . It is observed that the front doors are at an angle to the incoming flow creating a divergent section which slows down the flow. In addition, the flow separating from the sharp edges of the front doors forms a wake which encloses the rear door and upper components of the NLG. The wake from the front doors further reduces the velocity of the flow before it interacts with other downstream components. This reduces the individual drag induced by the rear doors and the upper components of the NLG, which is shown later (Table 4) in Section IV(C).
Consider two slices along section A-A and B-B in the XZ plane as shown in
As expected, a significant change in the cavity flow features for the partially and fully exposed cavity is observed. For section A-A, zoom-in views of Case-2 and Case-3 cavity mean flow along with streamlines is shown in Figure 16 . For Case-2, as shown in Figure 16 (a), two main recirculation zones are formed within the cavity. Generally, for a partially covered cavity, a bigger recirculation region would be observed at the exposed side and another smaller zone near the enclosed front wall. However, the presence of the cavity front partition plays an important role in directing the flow to create the other recirculation zone at approximately half the length of the cavity.
The flow within the fully exposed cavity in Figure 16(b) is quite different to a fundamental open cavity flow as the shear layer does not interact with the cavity trailing edge. The cavity upper wall creates an angle with respect to the free-stream velocity. Also, the leading and trailing edges of the cavity are not in the same horizontal line due to the shape of the fuselage. In addition, a recirculation region is formed downstream of the front partition which delays the interaction of the shear layer with the cavity upper wall. So, if the front partition is absent, there is a possibility that the flow might interact with the cavity upper wall and result in a closed cavity flow. However, in the current scenario, the flow is directed towards the top end of the cavity rear wall resulting in a high surface pressure (Figure 16(d) ). Although, the cavity partitions are used as a structural support for the NLG, it creates significant changes in the aerodynamics of the fundamental cavity flow. Figure 16 (c) and Figure 16(d) shows the mean pressure contours for Case-2 and Case-3 respectively. A uniform mean pressure is observed, for the Case-2, in the front part of the cavity. A high pressure region is formed on the cavity rear wall where the flow impinges after interacting with the lower drag brace. Also, a high pressure region at the top corner of the cavity rear wall is noticed as the flow travels towards the cavity upper wall after interaction with the rear wall as confirmed from Figure 16(a) . For Case-3, due to the interaction with the shear layer formed at the cavity leading edge, high pressure region is noticed on the upper half of the cavity rear wall. In addition, lower pressure is observed on the front part of the cavity compared to the rear part. An overall higher pressure is observed in the rear part of the cavity for Case-3 when compared with the Case-2. Due to this, the flow exiting at the cavity trailing edge (for Case-3) is further pushed away from the fuselage (compared to Case-2) which is also noticed in Figure 13 . Also, a significant increase in total cavity drag coefficient is observed in Case-3 ( ), compared to Case-2 ( ).
Contour plots of Turbulent Kinetic Energy (TKE) on plane A-A are shown in Figure 17 . It is seen that, inside the cavity, Case-3 possesses higher TKE compared to Case-2. For all three cases, high TKE is observed between the lower drag stay and the upper strut. Due to this, high TKE is also observed in the wake of the upper strut. Figure  18 (b) shows the mean velocity in the direction on the fuselage center-line plane. It depicts that the flow between the lower drag brace and the upper strut travels towards the fuselage ( direction) with a magnitude equivalent to free-stream velocity ( direction). This flow travelling upwards interacts with the wake of the lower drag stay causing high TKE in the upstream and downstream of the upper strut. Figure 18(c) shows the front view of the NLG with root mean square (RMS) of the pressure coefficient on the upper strut, steering assembly and lower strut. It is observed that, compared to other parts, higher pressure fluctuations (high RMS values) are noticed on the upper strut due to the high TKE between the lower drag stay and the upper strut.
In Figure 19 , for all cases, it is observed that the flow separation in the wheel wake is asymmetric. A low velocity region is identified behind the upper half of the wheel. Also, the wake from the wheel travels in the upward direction towards the fuselage. From Figure 20(a) , it is seen that the torque link lies in close proximity to the upper half of the wheel. The flow structures formed from the wake of the torque link interacts with the upper half of the wheel resulting in the flow asymmetry. In Figure 20 (b), high pressure fluctuations are also noticed on the edges of the torque link which are located close to the wheels. In addition, the mean wall shear stress in the direction on the back face of the wheel is presented in Figure 20 (c). It shows that the presence of the torque link does not allow the vortex formation on the upper inner side of the wheel. The wake from the torque link directs the flow (on the upper inner side of the wheel) in the -direction causing negative wall shear stress.
C. Aerodynamic loads and unsteady flow
The mean and the standard deviation (STDEV) of the drag coefficient are presented in Table 4 . An increase in the NLG mean drag is observed from Case-1 to Case-2 as more components within the cavity are exposed to the flow. However, a reduction in the mean drag is seen for Case-3. This reduction in the mean drag occurs as the wake of the front doors slows down the flow impinging on the downstream components. However, an increase in load fluctuation is observed as the flow is disrupted by the presence of the front doors. For Case-3, the rear doors and the upper components of NLG are within the wake of the front doors as previously seen in Figure 15 . Also, the favorable pressure gradient under the fuselage disappears as the front doors are open. Hence, a reduction is observed in the mean drag forces on NLG for Case-3 (compared to Case-1 and Case-2). The increase in STDEV on the NLG for Case-3 is noticed as the wake from the front doors possesses higher unsteadiness compared to the freestream flow. Due to the effect of the change in the pressure gradient under the fuselage, a reduction in wheel is observed from Case-1 to Case-3. The relative reduction in the wheel from Case-1 to Case-2 is . For Case-3, the wheel is further reduced by (relative to Case-2). The upper strut also shows reduction in the mean drag force with increase in unsteady loads. The steering assembly possesses the most complex structure with sharp edges and is located away from the cavity. Sohankar 32 proved that the drag coefficient and the shedding frequency of a bluff body with sharp edges are independent of Reynolds number higher than . Hence, both the mean and the standard deviation of the drag coefficient for the steering assembly remain almost similar in all the three cases. Differences in the door loads are observed since they are located in close proximity to the cavity. Also, in Case-3, the wake from the front doors interacts with the shear layer from the cavity leading edge. Table 5 shows information regarding the moment on the rear door about its hinge point. Positive moment in all configurations signifies that the door is pushed outwards which is helpful in landing gear freefall scenarios. A significant increase in the mean and the STDEV of the door moment is also observed for Case-3 compared to other cases. As the interaction of the cavity and the NLG occurs close to the upper strut, it changes the dominant shedding frequency immediately downstream which affects the nature of the unsteady loads acting on it. Figure 21 represents the PSD (power spectrum density) plot for a pressure probe behind the upper strut. The plot is produced by averaging over 7 sample windows with 50% overlap acquiring a frequency resolution of 100 . No sharp peak is identified in any of the configurations, however broad peaks are observed which spread over a wide range of frequencies. In Figure 21 , an increase in the overall fluctuation is observed from Case-1 to Case-3. This increase in the PSD level (behind the upper strut) is due to the presence of a partially exposed and a fully exposed cavity in Case-2 and Case-3 respectively. Figure 22 shows a PSD plot (Case-3) comparing two symmetric points (W7 and W11) on the upper and lower half of the wheel surface. The probe on the upper half of the wheel (W7) possesses higher pressure fluctuations compared to the symmetrically located probe on the lower half. The high PSD levels on W7 can be associated with the wake of from torque link impinging on the wheel. The interaction of the torque link wake with the inner side of the wheels (in the downstream) can be noticed in Figure 23 which shows the vorticity ( direction) contours on a plane Z=-0.445. This interaction triggers an early flow separation on the upper half of the wheel (compared to the lower half) resulting in an asymmetric flow. Figure 24 shows PSD plots for the probe located at the cavity trailing edge. The theoretical frequency at various modes obtained from Rossiter's formula is also shown in the plots. The length ( ) of the cavity is taken as the shortest distance between the cavity leading and trailing edges. It is inferred from Figure 24 Figure 24 (b), pressure fluctuation peaks are not present at the predicted resonance frequency from Rossiter's formula. This is expected due to the absence of interaction between the shear layer and the cavity trailing edge in the fully exposed cavity configuration (Case-3). The fluctuations are spread over a broad range of frequencies due to the complex interaction between the shear layer, the front door wake and the cavity partition. Two peaks are observed at 1200 and 1600 respectively. These frequencies are probably associated with the wake from the upper strut and the drag stay. The origin of these PSD peaks can be confirmed from Figure  25 (PSD plot on a probe behind upper strut) as similar pressure fluctuation peaks in the high frequency range are observed downstream of the dray stay and the upper strut.
V. Conclusion
DDES simulations on a complex NLG model were performed with three different geometry configurations -(1) a fully extended NLG with front doors closed and cavity sealed, (2) a fully extended NLG with front doors closed and cavity partially exposed and (3) a fully extended NLG with front doors open and cavity fully exposed. The simulation results match closely to the experimental data with of relative error for the drag and moment coefficients. The interaction between the torque link and the wheel causes asymmetry in the flow behind the wheel. It is observed that the cavity structural partition plays an important role in changing the mean flow features within the cavity. An open cavity flow is observed for the partially exposed cavity with oscillation frequencies agreeing well with the Rossiter modes. For the fully exposed cavity, the shear layer from the cavity leading edge does not interact with the trailing edge due to the slant angle on the cavity upper wall; hence, an open cavity flow behavior is not observed. Compared to the sealed cavity case, the unsteadiness in the flow increases for the partially exposed cavity (unsteady loads increases further when it is fully exposed). With change in the cavity configuration, noticeable changes in the steady and unsteady loads were observed on the rear doors, drag braces and the upper strut. Small changes in the drag forces are observed on other individual components except the steering assembly. This work currently focuses on the investigation of the cavity flow on a fully extended landing gear. In future, this study can be further widened by considering the landing gear at various angles during its retraction and extension phases. In addition, the effect of the cavity partition and the upper wall slant angle can be further explored in a fundamental manner using a simplified cavity model. (a) (b) 10 10
